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The addition of a mezzanine floor will 
transform your premises and provide 
substantial additional floor space, without 
the hassle and expense of relocating. 
There are a variety of uses for mezzanine 
floors and at Cubex Contracts we have 
the experience our customers need 
installing mezzanines to accommodate 
office spaces, assembly and production, 
storage, kitchen and washrooms and even 
classrooms and training facilities. In fact a 
mezzanine can be used for just about 
anything you need it for.

Typical projects we undertake can range 
from simple single story mezzanines to 
more complex multi-tiered installations, 
with each floor being designed to fit the 
bespoke requirements of our customers 
and their premises. We can also help you 
design the space and ensure you have all 
the correct mezzanine accessories you 
could need are added in.

We transform wasted 
spaces into additional 
offices, storage and 
manufacturing areas, 
and just about anything 
you need it for.

The Cubex Contracts service also offers 
a complete design and build solution as 
well as the dismantle, rebuild and 
modification of any existing floor structure 
if necessary. Building Regulation approval 
is required for the installation of a 
mezzanine floor, and at Cubex we will 
administer this application on your behalf, 
as well as the design and install of any 
necessary fire protection.

As specialists in storage mezzanines, 
office mezzanines and industrial 
mezzanines we are a one-stop shop for 
customers looking to maximise the space 
in their premises. This brochure will 
outline the three most popular uses of a 
mezzanine floor and other important 
aspects we consider when planning your 
new space with you.

www.cubexcontracts.com
Contact us today to arrange an informal chat 01933 460422
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OFFICE MEZZANINE (including additional facilities)

Office/training room pod with sliding partition and AV equipment, and has fresh air 
pumped in.

Natural lighting system is installed into the roof and creates a pleasant working environment.

Railings/banisters, conforming to safety standards ensure everyone is kept safe at work.

Kitchenette/tea point is an useful and popular extra facility designed to fit under the 
mezzanine floor.
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Extra bathrooms and private office/meeting spaces can be installed if required.

A part M staircase and particle board flooring is installed to meet the required standard.

Fire exit is incorporated into the design so everyone can leave the floor quickly if need be.
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Fire protection is
required for all 

mezzanines that have 
people working on the 
for the majority of the 
day - like for offices. 

Read page 6 for more 
information about fire 

protection requirements.

KG

As a general rule of
thumb, dependent 
upon the usage, no 

more than 3.5kN/m2 
weight loading is 

recommended for an 
office space.
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Smaller storage or
production mezzanines 

may not require fire 
protection. Read page 6 
for more information 
about fire protection 

requirements.

KG

As a general rule of
thumb, dependent 

upon the usage, the 
following weight 

loadings are 
recommended for 

Storage, and 
Manufacturing and 
Industrial spaces:

4.8kN/m2 – Light

7.2kN/m2 – Medium

9.6kN/m2 – Heavy
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STORAGE MEZZANINE (including production area)
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Racking area installed to make the most of the storage space provided.

A well designed production area allows people to work safely on top of the mezzanine too.

Railings/banisters, conforming to safety standards ensure everyone is kept safe at work.

Up and over gate lift is installed to allow for the movement of goods on pallets safely.

A dedicated area for the forklift to move goods on pallets is outlined on the design.
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1 Particle flooring is laid down in the production area, and chequer plate flooring for the 
storage area and around the area of the gates/lift to protect the structure from
heavy palettes.

A part M staircase is installed to meet the required standard.

Fire exit is incorporated into the design so everyone can leave the floor quickly if need be.8
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Larger mezzanine floors
measuring over 20metres 
in length or which take 

up a considerable 
proportion of the building 

- may require fire 
protection. Read page 6 
for more information 
about fire protection 

requirements.

KG

As a general rule of
thumb, dependent 

upon the usage, the 
following weight 

loadings are 
recommended for 

Storage, and 
Manufacturing and 
Industrial spaces:

4.8kN/m2 – Light

7.2kN/m2 – Medium

9.6kN/m2 – Heavy

MANUFACTURING/INDUSTRIAL MEZZANINE (section of a large scale floor space)
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Large scale racking is installed to make the most of the vast storage space provided.

Railings/banisters, conforming to safety standards ensure everyone is kept safe at work.

A swing gate is installed to allow for the movement of goods on pallets safely.

An alternative gate in the form of a slide tube gate, creates access for goods on pallets at 
another area of the mezzanine.
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1 Conveyor belt is installed to assist with fast movement of products between each level.

Particle flooring is laid down in the production area, and chequer plate flooring for the 
storage area and around the area of the gates/lift to protect the structure from 
heavy palettes.

A part K staircase is installed to meet the required standard.7
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MEETING THE STANDARDS OF FIRE PROTECTION

Apart from ensuring you and your employees have all the necessary 
fire exits installed, adding the required fire protection to your 
mezzanine structure will give you time to evacuate the building 
quickly and safely in the case of a fire.

Building Regulations stipulate that depending on the size and usage 
of your mezzanine floor will determine if you require fire protection 
or not. Generally speaking the following rules apply:

All mezzanine floors that have people working on them for the 
majority of the working hours i.e offices/meeting rooms and 
light assembly works/production will require fire protection 
measures are taken and included in the elements of the 
structure, which have to stand up to 30 or 60 minutes of fire.

A small to medium sized mezzanine floor which is used 
predominantly for storage purposes, without the presence of 
people for most of the working day, may not require fire 
protection measures.

A large scale mezzanine floor that is over 20 metres in length 
or that takes up a considerable proportion of the building may 
require fire protection to all elements of the structure, 
regardless of what it is used for.

At Cubex Contracts we take the safety of our customers, their 
employees, and visitors very important, so where possible we will 
always advise you to include some fire protection even for floors 
where it is not required by Building Regulations. The types of fire 
protection we may suggest include fire rated suspended ceilings 
(that run the entire underside of the structure), column casements 
which are fitted round steel columns and offer 60 minutes of fire 
protection, and bulkheads to protect the void between both ceiling 
and deck to prevent the fire spreading in this area.

Whatever the size of your mezzanine floor, or the reason you need 
to have one - we are always happy to advise what fire protection is 
both necessary, and optional should you wish to include it.
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WEIGHT LOADING EXPLAINED

One of the most common questions our customers have is how 
much weight they can put on a mezzanine floor, as this is usually a 
key consideration to whether or not the addition of a mezzanine is 
going to be the right option for them. Weight loading is worked out 
on kilonewton per square metre basis (kN/m2) and depends on 
what you want to use the mezzanine floor for :

The following weight loadings are recommended:

3.5kN/m2 – Office

4.8kN/m2 – Light Storage

7.2kN/m2 – Medium Storage

9.6kN/m2 – Heavy Storage

But what does kilonewton per square metre actually mean? 
Here's an example:

The load bearing recommendation for Light Storage is 4.8kN/m2, this 
basically means that the floor can hold a fully dispersed load of 480kg 
per square metre. If you want to store a piece of equipment on their 
mezzanine floor that weighed 990kg and was 2 metres square, they 
would need to increase their load bearing weight to 7.5Kn/m2.

At Cubex Contracts we normally advise customers to think about 
how their new mezzanine floor may need to be used in the long 
term as this future proofs the structure. The cost difference in doing 
this is much smaller to the far more complex and expensive route of 
trying to retrospectively strengthen a floor later down the line. 
Whatever you want to use your mezzanine floor for, we will design 
the structure that best suits your needs, navigating you through the 
weight load and slab bearing restrictions. 

See how we helped these customers 
provide work and training areas, increase 
storage and manufacturing space - and 
most importantly increase production 
to increase their profits.

Download our customer stories here:
www.cubexcontracts.com/resources/customer-stories/

www.cubexcontracts.com
Contact us today to arrange an informal chat 01933 460422
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STILL WONDERING IF A MEZZANINE 
FLOOR IS THE RIGHT OPTION?
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